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Cleats

HALL aluminum cleat
type 30/75

HALL aluminum cleat
type 43/85

HALL fishbone
rubber cleat

HALL steel cleat
type CP

HM spikes

HALL has the right cleats for all
makes, machine types and 
applications.

HALL aluminum cleat type 30/75
Special low cleat for
cross-country groomers and snow
groomers up to 200 bhp.

Compatible with all components and
accessories for high cleats.

Width 30, height 75 mm 
Available in customized lengths from
715 to 1700 mm

HALL aluminum cleat type 43/85
Protective cleat for all snow groomers
up to 240 bhp.

Width 40, height 85 mm 
Lengths: 915, 1250, 1550 mm
Special lengths available

HALL fishbone cleat 
Rubber cleat for preparing 
cross-country runs, ski slopes, 
snowmobile trails. With HM 
spikes for even more bite on ice.

Width 65, height 70 mm
base profile 40 mm 
Lengths: 640, 780, 820, 920 mm 

Other lengths available upon request.

HALL steel cleat type CP
(closed profile)
Closed steel profile with vertical 
center cleat for especially tough 
conditions:

● maximum stability
● very high breaking strength
● minimum wear
● sharp profile edges for dynamic

contact
● integrated screw rail

Width 40, height 100 mm
Lengths: 1285, 1365, 1421,
1461 mm
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HALL TWIN
aluminum-steel
cleat

HALL aluminum cleat
type 30

HALL aluminum cleat
type 40

HALL aluminum cleat
type 43 

HALL TWIN aluminum-steel cleat
HALL Combi aluminum-steel cleat
An innovative cleat which is also
suitable for heavy duty machines:

● optimum power transmission
● robust aluminum base profile
● maximum bite on the

profile edge
● high wear-resistant special

steel rails

Width 40, height 105 to 120 mm
Lengths: 1285, 1345, 1365, 
1450, 1660 mm

HALL aluminum cleats, designed
for a wide range of applications:

● maximum breaking strength
● very smooth surfaces
● high wear resistance
● accurate cutting edge

HALL aluminum cleat type 30
Universal cleat for all snow groomers
up to 240 bhp.

Width 30, height 105 mm 
Lengths: 1450, 1550, 1700 mm

HALL aluminum cleat type 40
Aluminum cleat with central bolted
connection, suitable for all 
Kässbohrer types.

Width 40, height 105 mm
Lengths: 1285, 1365 mm

HALL aluminum cleat type 43 
Suitable for heavy duty machines.
Also, ideal as a replacement cleat 
on conventional manufacturer 
standard tracks.

Width 40, height 105 mm 
Lengths: 1285, 1365, 1421, 1450,
1461, 1670, 1700 mm

NEW! HALL-Innovation
HALL aluminum cleat “TITAN”
Developed for use with high horse-
power vehicles: 

● extremely high dimensioned 
base profile

● lacing grooves provide a perfect 
fit for the cleat on the belt tracks.

Width 50, height 110 mm 

Standard lengths: 1330, 1345, 1400,
1421, 1425, 1461 und 1660 mm,
screw connection M 14

HALL aluminum cleat 
“TITAN”

NEW!
Innovation



Cleats/Side parts

HALL rubber cleats
type 40

HALL steel cleat type 
TERRA A
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HALL boulder
cleat

HALL steel cleat type 
TERRA B

HALL innovations in the field of
all-year cleats permit the universal
use of your vehicle fleet.

HALL rubber cleats
Extremely resilient special rubber
with aluminum base profile.

Type 30, base profile 30 mm
Type 40, base profile 40 mm

Width 50, height 60 mm
Lengths: 640, 860, 1010 mm

NEW! HALL-Innovation
HALL steel cleat type TERRA
New, super robust steel cleats espe-
cially for rough terraine:

● 6 mm wall thickness for
extreme flexural strength 

● Type A: aggressive bite,
profile 40 x 80 mm with 
welded edge profile

● Type B: gentle to the
ground, profile 40 x 40 or 
40 x 60 mm

Lengths according to customer
requirements.

HALL boulder cleat
Cleat for the toughest conditions
on stony ground, not suitable for
asphalt.

Width 40, height 50 mm
Lengths: 710 to 1100 mm

NEW!
Innovation

NEW!
Innovation


